

  
  
  
    
      
        
          	
	SP: (11) 4872-2878
	RJ: (21) 4042 – 3014 
	MG: (31) 3334-7623
	PR: (43) 3347-5155
	RS: (51) 3582-3961


        

      

      
        
        
          	
	
	


        

      

        
      
        
          	
	


        

      

        
    

  

  
    
      
        
        
          
          
          
        
        
          	
              Home
            
	
              Megadoors
              	Awards
	Client
	News


            
	
              Videos
            
	
              Products
              	
                  Rolling door
                  	Commercial Roll-up door
	industrial rolling door
	residential Roll-up door
	tubular rolling door
	transvision rolling door
	closed rolling door
	automatic rolling door kit

  
                
	
                  sectional door
                  	residential sectional door
	Industrial sectional door

  
                
	
                  fast door
                  	fast rolling door
	fast industrial door
	fast refrigerated door

  
                
	
                  fire door
                  	social fire door
	rolling fire door

  
                
	
                  packaging door
                  	industrial packaging door

  
                
	dock leveler
                    	built-in model
	front model

    
                
	swing gates
	Safety Brake
	Dock Shelter


            
	
              News
            
	
              Downloads
            
	
              Contact
            
	
              Maintenance
            
	
              Promotion
              	swing gates
	Automatic Doors


            


        

        
      
    

  






  
    
  







   

   Back 

   

    São Paulo

    (11) 4872-2878


    Rio de Janeiro

    (21) 4042 – 3014


    Belo Horizonte

    (31) 4042-4202


    Paraná

    (43) 4052-9109


    Rio Grande do Sul

    (51) 4042-9979












          




              

  
  
    
      
        
        
          Biggest and most technological Automated Steel Doors Factory in Brazil

        

        
          Home
          Biggest and most technological Automated Steel Doors Factory in Brazil
        

      

    

  










  
    
      
        MegaDoors News

        
      

      
        BUILT-IN DOCK LEVELER

        Warehouses, product storage areas, industrial warehouses and similar buildings need to have a physical structure that allows the fast loading and unloading of goods and volumes in an organized manner and that meets the business logistics - that is, the criteria that aim at good performance, established by the company's administration and organization.

      


              
        In this regard, dock levelers are a crucial part that effectively and practically assists the cargo compartment. “The use of the dock leveler helps to speed up the loading and unloading of goods, and it is also important from the point of view of safety,” says the management of Megadoors, a manufacturer of industrial, commercial and residential steel doors, which included the product in your portfolio.


        MORE ABOUT DOCK LEVELER

        “The dock leveler acts as a bridge between the cargo area and the truck”, explains the manufacturer, noting that the height difference between the truck and the area of the compartment is connected and, thus, the movement of the material can be carried out smoothly between the warehouse and the truck.


        Some details - Megadoors informs that its production of dock levelers follows the requirements established by the standard EN 1398 and that the product is marked with the CE seal. The width of the platform is 2,000mm. The length of the closed platform has four options: 1,500mm, 2,000mm, 2,500mm and 3,000mm. The length of the open platform can be 2,000mm, 2,500mm, 3,000mm or 3,500mm. The lash has 500mm and the stroke ranges from 360mm to 500mm in the negative or positive direction. The load capacity of the equipment ranges from 3,000 kg to 12,000 kg.
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          0800 484 8020
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          OUR LOCATIONS

          São Paulo, SP – (11) 4872-2878

          Rio de Janeiro, RJ – (21) 4042–3014

          Belo Horizonte, BH – (31) 4042-4202

          Londrina, PR – (43) 4052-9109

          São Leopoldo, RS – (51) 4042-9979

        


        
          MORE FEATURES OF THE BUILT-IN DOCK LEVELER

          According to the direction of Megadoors, one of the available models is manual-hydraulic, with monobloc chassis in laminated steel ASTM A-36, lined with non-slip plate and joined by MIG structural weld. The articulated lash has a drive linked to the inclination of the platform. The hinges are reinforced with a 1045 steel pin. The tilting system is made by means of a manual hydraulic pump, operated by a camber, lowering with a built-in disconnector, with “Parker” hydraulic sealing elements.


          The dock leveler is provided with safety valve against overload, hydraulic cylinder with internally burnished tube, piston in 1045 chrome steel, gaskets, scraper rings, o-rings, hoses and high pressure terminals. The hydraulic oil used is of the ISO VG AW-68 type.


          Included in the equipment are two rubber stops to cushion impacts on the dock, a protective skirt on the sides to prevent accidents, and a manual describing the criteria for use, safety and maintenance.

        


        
          
        

        
          BUILT-IN DOCK LEVELER

          Another model available from Megadoors is electro-hydraulic, with monobloc chassis in laminated steel ASTM A-36, lined with non-slip plate and joined by MIG structural weld. The articulated lash has a drive linked to the inclination of the platform. The hinges are reinforced with a 1045 steel pin. The electro-hydraulic unit is compact, with a round tank equipped with a suction filter, gear pump, reservoir, level sight glass, filling nozzle, HDA air filter or similar, air valve. relief valve, check valve, directional valve piloted by electric solenoid, flow choke on return, armored motor 220 / 380V AC, and safety valve against overload.

        


        
          The control panel of this electro-hydraulic model comes with push-buttons - up (with motor running) and down (by gravity) - and several features (contactor, thermal relay breaker, connection terminals, among others) in thermoplastic box, interconnected cable with double insulation. The hydraulic cylinder comes with an internally burnished tube, 1045 chrome steel piston, gaskets, scraper rings, o-rings, hoses and high pressure terminals. The hydraulic oil used is of the ISO VG AW-68 type.


          Among other items, two rubber stops to cushion impacts on the dock and a manual describing the criteria for use, safety and maintenance are also included in the equipment.


          Surface treatment - The manufacturer points out that the chemical cleaning of the dock leveler is carried out with solvents and degreasers, and that the equipment receives an anti-corrosion coat and a synthetic enamel coat. The dock leveler can also receive surface treatment through the electroplating process (chemical treatment that protects galvanized steel against corrosion).
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          Dock levelers are the crucial part of your cargo bay area. The use of the dock leveler helps in the quick loading and unloading of goods in the warehouse, in addition, it is also important from the point of view of safety. The dock leveler acts as a bridge between the cargo area and the truck, the height difference between the truck and the cargo area is connected and the movement of the material can be carried out smoothly between the warehouse and the truck. We manufacture dock levelers in accordance with EN 1398 standards and our product is CE marked. The operation of the dock leveler is very easy, unskilled labor can use the operation with ease.

        


        
          DIMENSIONS


          Width: 2.000 mm

Closed platform length: 1.500 mm / 2.000 mm / 2.500 mm / 3.000 mm

Open platform length : 2.000 mm / 2.500 mm / 3.000 mm / 3.500 mm

Tab: 500 mm Stroke: from 360 mm to 500 mm negative / positive

Capacity load: from 3,000 Kg to 12,000 Kg
          


          Dimensions and other details will be confirmed at closing, for special measures and capacities to contact Nivelartec).

        


        
          
        

        
          HYDRAULIC MANUAL MODEL;

          Monobloc chassis in laminated steel profiles ASTM A-36, lined with non-slip plate, joined by MIG structural weld. Articulable tab with drive linked to platform inclination. Hinges reinforced with 1045 steel pin. Tilt system by hand operated hydraulic pump, operated by a camber, lowering with built-in deactivator, with hydraulic '' PARKER '' sealing elements. Safety valve against overload. Hydraulic cylinder with internally burnished tube, piston in 1045 chrome steel, Gaskets, scraper rings, o-rings, hoses and high pressure terminals.
          
        


        
          ISO VG AW-68 hydraulic oil. Platform able to be fixed by parabolt. Included 2 rubber stops to cushion impacts on the dock. Included protective skirt on the sides to prevent accidents. Accompanies manual with criteria of use, safety and maintenance. Monobloc chassis in laminated steel profiles ASTM A-36, lined with non-slip plate, joined by MIG structural weld. Articulable tab with drive linked to platform inclination. Hinges reinforced with 1045 steel pin.


          ELECTRO-HYDRAULIC MODEL;


          Monobloc chassis in laminated steel profiles ASTM A-36, lined with non-slip plate, joined by MIG structural weld. Articulable tab with drive linked to platform inclination. Hinges reinforced with 1045 steel pin. Compact electro-hydraulic unit, with round tank equipped with suction filter, gear pump, reservoir, level sight glass, filling nozzle, HDA or similar air filter, relief valve, check valve , directional valve piloted by electric solenoid, return flow choke, armored flanged motor 220/380 v. B.C.


          Safety valve against overload. Control panel with button operation; up (with motor running) and down (by gravity), with contactor, thermal relay breaker, connection terminals etc., in thermoplastic box, interconnected by double insulation cable. Hydraulic cylinder with internally burnished tube, piston in 1045 chrome steel, Gaskets, wiper rings, o-rings, hoses and high pressure terminals, ISO VG AW-68 hydraulic oil brand. Platform able to be fixed by parabolt. Included 2 rubber stops to cushion impacts on the dock. Included protective skirt on the sides to prevent accidents. Accompanies manual with criteria of use, safety and maintenance. Superficial treatment


          Chemical cleaning by solvents and degreasers. An anti-corrosive base coat. A coat of synthetic enamel. Surface treatment with galvanizing


          Electroplating (chemical treatment process that protects galvanized steel against corrosion).

        


      

    

  
  

    
  
    
      
        
          Contact Us

          0800 484 8020
          We are always ready to serve you better.

        

      

    

    

  
  
  
    
      
        OUR FACTORIES

      


      
        
          
            
              São Paulo – SP

                Address:

              Rua John Speers, 440 – Parque do Carmo – CEP: 08265-040

              E-mail:

                contato@megadoors.com.br

                Phone:

                (11) 4872 – 2878

                Whatsapp:

                    (11) 4872–2878

                Office Hours:

                Lunes a
Mon to Thu from 8:00 to 18:00

                    Friday 8:00 to 17:00

                

              

              
                
                  Londrina – PR 

                    Address:

                    Av. Mituo Morita, 191

                  CEP: 86037-570

                  E-mail:

                  contato@megadoors.com.br

                  Phone:

                (43) 3347 – 5155

                Whatsapp:

                  (43) 4052 – 9109

                    Office Hours:

                Lunes a
Mon to Thu from 8:00 to 18:00

                    Friday 8:00 to 17:00

                

              

              
                
                  São Leopoldo – RS 

                    Address:

                    Av. Arnaldo Pereira da Silva, 1200

                  CEP: 93115-000

                  E-mail:

                  contato@megadoors.com.br

                  Phone:

                (51) 3582 – 3961

                Whatsapp:

                  (51)4042–9979

                    Office Hours:

                Lunes a
Mon to Thu from 8:00 to 18:00

                    Friday 8:00 to 17:00

                

              

              
                
                  Belo Horizonte – MG

                    Address:

                  Rua Carlos Quadros, 206 – CEP: 30550-260

                  E-mail: 

                    contato@megadoors.com.br

                    Phone:

                  (31) 3334 – 7623

                  Whatsapp:

                    (31)4042–4202

                    Office Hours:

                Lunes a
Mon to Thu from 8:00 to 18:00

                    Friday 8:00 to 17:00

                  

                

                
                  
                    Duque de Caxias – RJ

                      Address:

                      Av. Almeida Garret, Qd 18 Lt 26

                    CEP: 25231-160

                    E-mail:

                    contato@megadoors.com.br

                    Phone  e Whatsapp:

                  (21) 4042 – 3014

                  Whatsapp: 

                    (21) 4042–3014

                      Office Hours:

                Lunes a
Mon to Thu from 8:00 to 18:00

                    Friday 8:00 to 17:00
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